
BRACE WIRES RIGHT SIDE ONLY

1/8 X 1/16 BASS WOOD STRUTS

(7) 1/16 SQ. STRINGERS

FORD MODEL A ENGINE
MAKE CYLINDER BLOCK, HEAD, RADIATOR, 
AND CARBURATOR FROM BLUE FOAM.
MAKE INTAKE AND EXAHUST MANIFOLDS
FROM PLASTIC TUBING.
MAKE THE RADIATOR HOSES FROM
SILICONE TUBING AND A RUBBER BAND
FOR THE THE WATER PUMP BELT.
SPARK PLUGS ARE FROM BALSA AND
SMALL TUBING OR WIRE FOR THE
SPARK PLUG WIRES.

F5

CUT FINS INTO RADIATOR

1/8 X 3/16 LEADING EDGE

1/4 X 3/32 TRAILING EDGE
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R1B

R1A

1/16 X 1/4 MAIN SPARS

FUEL TANK TOP COWL SIDES COWL BOTTOM

FUEL TANK SIDES

FUEL TANK FRONT & BACK

COWL TOP
COCKPIT COMBING

CARDSTOCK PARTS

AILERON OUTLINEENTRY FLAP OUTLINE

5/8" DIHEDRAL EACH SIDE

1.5° RIGHT THRUST

4° DOWN THRUST

S1

1932 PIETENPOL
"AIR-CAMPER"

FUSELAGE FRAMES ARE 1/16 SQ.
DIAGNOALS ARE 1/16 X 1/32

FORMERS ARE 1/16 SHT.
LANDING GEAR STRUTS (TRUE LENGTH)
MAKE FROM 1/16 THK. BASSWOOD

1/16 SQ. STRINGER

F1

MAKE F1 FROM
2 PCS. 1/8 PLY

NOSE PLUG FROM
1/4 BALSA 1/8 DOWELL
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R1B
R1A

R1

R2

STAB FROM 1/16 SQ.

FIN AND RUDDER FROM 1/16 SQ.
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